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A2F SINGLE COMPRESSION CABLE GLAND A2F SINGLE COMPRESSION CABLE GLAND
FOR EXPLOSIVE ATMOSPHERE FOR EXPLOSIVE ATMOSPHERE

Technical lllustration

5

OT - Brass BK-Basic Kit
ON - Nickel Plated Brass Basic Kit Includes Glands
X1- Stainless Steel 304  FK-Full Kit
X2 - Stainless Steel 316L 1. Serrated Washer
X3 - Stainless Steel 316 2. Earth Tag
3. PVC Shroud
4. Locknut
5.'0'Ring
6. Entry Thread Seal

e For all types of Unarmoured &
Braided Cables
e Flameproof

* Weatherproof Product Selection Table *All Dimensions are in mm
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Available Entry Thread "C" Across | Across
Flats Cnrners
GICE"'? [ StandardEntryThreads |  Optional Entry Threads (Exebonly) |
amping
Range (A) | o | (3) I:;E;tﬂ 3) IZ;‘;E ET(BSC) BSPP BSPT
TECHNICAL INFORMATION SHiE M) E (NPT) 'E ) &) (3)

ATEX Certificate ETL25ATEX0489X A2F# 16 2.510 M6 OM  16.0 G 3/8 G 3/8 PG 9
IECEX Certificate IECEX ITS25.0006X A2F# 208 25410 M20 1M 160 12 IN 180 34" 1E G12 1BP G12 1BT PGM PM 250 270
Code of Protection 1 M2, 112G/1D, Ex db | Mb, Ex eb | Mb, Ex db IIC Gb, Ex eb IIC Gb, Ex ta IlIC Da ot PO Rl B BOERN RLN RN Bl Rl
A2F# 25 12520 M25 2M 160 34" 2N 180 1" 2E G3/4 2BP G34 2BT PG21 P21 360 400
Equipment Protection Level (EPL) - Zone 1-2: Mb Mines - Gb, Gc gas, Zone 20-21-22 A2F# 32 18263 M32 3M 160 1" 3N 180 114" 3E G1  3BP G1 3BT PG29 P29 460 500
Compliance Standards EN IEC 60079-0, EN/IEC 60069-1, EN IEC 60079-7, EN/IEC 60079-31 A2F# 40 24-322 M40 4M 180 114" 4N 220 142" 4E G1-1/4 4BP G1-1/4 4BT PG36 P36 540  59.0
Ambient Service Temperature -60°C to +160°C A2F# 508  30-38 M50 5M 180  14/2* 5N 220 @ 2 5E G112 5BP G112 5BT PG42 P42 620 67.0
Degree of Protection (IP) IP66, IP67, IP68 A2F#  50L 3844 M50 5M 180 2" 6N 220 2 56 G112 5BP G112 5BT PG42 P42 660 710
Available Material OT-Brass A2F# 635 42:50 M63 6M 180 2" 6N 220 24/ 6E G2 6BP G2  6BT PG48 P48 720  80.0
ON-Nickel Plated Brass A2F#  63L  50-56 M63 6M 180 21/ N 220 24/ 6E G2  6BP G2  6BT 800  88.0
x1-Stainless Steel 304 A2F# 758 5562 M75 M 180 2472 TN 220 3 7E G212 TBP G2-12 T7BT 89.0  96.0
x2-Stainless Steel 3161 A2F#  75.  60-68 M75 M 180 3" 8N 280 3" 7E G212 7BP G2-1)2 7BT 970  107.0
A2F# 90 66680 M0 M 240  34/2" N 280 34/ 8E G3  8BP G3  8BT 1000  118.0

X3-Stainless Steel 316

Available Entry Thread Size ISO Metric -M16 to M90 How to Order ?
NPT : 1/2" to 3-1/2" '

ET(BSC):5/8" to 3-1/2"

B5PP £ 3/8 0 C3 EMM
BSPT : G3/8 to G3

A2F# e A2F#20L.1M.ON.BK A2F Gland in Size 20L - Entry Thread M20x1.5 in Nickel Plated Brass with No Accessories
PG : pg 9to PgLLS A2F# 20L 1N oT FK —_— A2F#20L.IN.OT.FK A2F Gland in Size 20L - Entry Thread 1/2"NPT in Brass with Full Kit of Accessories
. . . . A2F# 2 2E X1 BK . A2F#25.2E.X1.BK A2F Gland in Size 25 - Entry Thread 1" ET in Stainless Steel 304 with No Accessories
Kit Op“ons BK - Basic Kit (GlClI'IdS OHIY) : L
A2F# 25 P21 X2 BK — A2F#25.P21.X2.BK A2F Gland in Size 25 - Entry Thread PG 21 In Stainless Steel 316L with No Accessories
FK - Includes, PVC Shroud, Lock Nut, Serrated Washer, IP Washer, Earth Tag o | | |
A2F# 32 3BT X3 BK — A2F#32.3BT.X3.BK A2F Gland in Size 32 - Entry Thread BSPT G1 In Stainless Steel 316 with No Accessories





