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Product Selection Table

Bore Protrusion | Protrusion
Size'A' | Length 'D' | Length 'F'

*All Dimensions are in mm

Selection Of Optional Threads

Standard Entry Thread

Optional Entry Thread (Ex eb only)

i YADP-IMIMIM M20x1.5 M20x1.5 M20x1.5  15.0 NPT -
YADP-2M2M2M M25x1.5 M25x1.5 M25x1.5 15.0 19.0 49.0 74.0 M20x1.5  1/2"NPT =—p  3/4" G12" G1/2" PG1/PG13
YADP-IM3M3M M32x1.5 M32x1.5 M32x1.5 15.0 26.0 61.0 88.0 M25x1.5  3/4"NPT =—p 1" G 3/4" G 3/4" PG16
ﬁ) M32x1.5 1"NPT —» 144" G1" G1" PG
' YADP-INININ  1/2"NPT 1/2"NPT 1/2°NPT  18.0 15.0 43.0 69.0
e YADP-2N2N2N  3/4" NPT 3/4"NPT 3/4"NPT  18.0 19.0 46.0 74.0
i i Eﬁ YADP-3N3N3N 1"NPT  1"NPT 1" NPT 22.0 26.0 53.0 87.0
L ) )
-] A-+
YADP-IMOMOM M20x1.5 M16X1.5 M16X15  15.0 15.0 46.0 69.0
k- Entry Thread -+
o YADP-2MOMOM M25x1.5 M16X1.5 M16X1.5  15.0 19.0 46.0 70.0
- .. .
YADP-2MIMIM M25x1.5 M20X1.5 M20X15  15.0 19.0 47.5 72.0
YADP-3MIMIM M32x1.5 M20X1.5 M20X15  15.0 26.0 55.5 82.0
YADP-3M2M2M M32x1.5 M25X1.5 M25X15  15.0 26.0 50.5 57.0
. YADP-2NININ 3/4"NPT 1/2"NPT 1/2"NPT  18.0 19.0 45.5 715
e As standard one male & two female entries
YADP-3NININ 1"NPT  1/2"NPT  1/2°NPT  18.0 26.0 49.5 81.5
® FlameprOOf @ WeatherDI'OOf YADP-3N2N2N  1"NPT  3/4"NPT  34"NPT  22.0 26.0 51.5 85.0
YADP-IMININ M20x1.5 1/2"NPT 1/2"NPT  15.0 15.0 45.0 69.0
TECHNICAL INFORMATION
— YADP-2MININ M25x1.5 1/2"NPT 1/2"NPT  15.0 19.0 47.0 715
ATEX Certificate ETL24ATEXO474U YADP-2N2N2N M25x1.5 3/4"NPT 3/4"NPT  15.0 19.0 49.0 49.0
IECEX Certificate IECEX ITS 24.0050U YADP-3MININ M32x15 1/2°NPT  1/2°NPT  15.0 26.0 55.5 82.0
Code of Protection & 11 2G/1D, Ex db 1IC Gb, Ex eb 1IC Gb, Ex ta llIC Da YADP-3M2N2N M32x1.5 3/4"NPT 3/4"NPT  15.0 26.0 57.0 85.0
Equipment Protection Level (EPL) Zone 1-2: Gb, Gc gas, Zone 20-21-22 YADR- S MGNIN e N 150 %4 60.5 63.0
Compliance Standards EN IEC 60079-0, EN/IEC 60069-1, EN IEC 60079-7, EN/IEC 60079-31
YADP-INIMIM 1/2"°NPT M20X1.5 M20X1.5  18.0 15.0 43.0 69.0
1 i = o + o
Ambient Service Temperature 60°C to +180°C YADP-2NIMIM 3/4"NPT M20X1.5 M20X1.5  18.0 19.0 44.5 72.5
Degree of Protection (IP) IP66, IP67, IP68 YADP-2N2M2M  3/4"NPT M25X15 M25X1.5  18.0 19.0 46.0 74.0
Available Material OT-Brass YADP-3N1M1M 1"NPT  M20X1.5 M20X1.5  22.0 26.0 48.0 82.0
ON-Nickel Plated Brass YADP-3N2M2M 1"NPT  M25X1.5 M25X1.5  22.0 26.0 50.5 84.5
X1-Stainless Steel 304 YADP-3N3M3M 1"°NPT  M32X1.5 M32X1.5  22.0 26.0 54.0 87.8

X2-Stainless Steel 316L
X3-Stainless Steel 316

ISO Metric -M20 to M32
NPT:1/2"to 1"

Available Entry Thread Size

How to Order ?
ﬁ T AT

OT - Brass

ON - Nickel Plated Brass
X1 - Stainless Steel 304
X2 - Stainless Steel 316L

ET(BSC) : 3/4" to 1_1/4.. YADP-1M1M1M -  YADP-1M1M1M.ON Y Adapter M20 (Male) x M20 (Female) x M20 (Female) in Nickel Plated Brass.
YADP-IN1N1N oT w—p-  YADP-IN1N1N.OT Y Adapter 1/2"NPT (Male) x 1/2"NPT (Female) x 1/2"NPT (Female) in Brass.
BSPP G1/2 to G YADP-1MOMOM X1 w—pp  YADP-1MOMOM.X1 Y Adapter M20 (Male) x M16 (Female) x M16 (Female) In Stainless Steel 304.
BSPT : G1/2 to G1 YADP-2N1N1N X2 gy YADP-ZN1N1N.X2 Y Adapter 3/4"NPT (Male) x 1/2"NPT (Female) X 1/2"NPT (Female) In Stainless Steel 316L
PG : Pg e fo F'g21 YADP-1M1N1N X3 — YADP-1MININ.X3 Y Adapter M20 (Male) x 1/2"NPT (Female) x 1/2"NPT (Female) In Stainless Steel 316 X3 - Stainless Steel 316

For Option Threads - Order With Thread Size for Exp. YADP G1/2 BSPT (Male) X G1/2 BSPT (FEMALE) X G1/2 BSPT (FEMALE) In Nickel Plated Brass
For Option Threads - Order With Thread Size for Exp. YADP PG21 (Male) X PG21 (FEMALE) X PG21 (FEMALE) In Stainless Steel 316L
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